§141.26

(b) When the identification and meas-
urement of radionuclides other than
those listed in paragraph (a) of this
section is required, the following ref-
erences are to be used, except in cases
where alternative methods have been
approved in accordance with §141.27.

(1) Procedures for Radiochemical Anal-
ysis of Nuclear Reactor Agqueous Solu-
tions, H. L. Krieger and S. Gold, EPA-
R4-73-014. USEPA, Cincinnati, Ohio,
May 1973.

(2) HASL Procedure Manual, Edited by
John H. Harley. HASL 300, ERDA
Health and Safety Laboratory, New
York, NY., 1973.

(c) For the purpose of monitoring ra-
dioactivity concentrations in drinking
water, the required sensitivity of the
radioanalysis is defined in terms of a
detection limit. The detection limit
shall be that concentration which can
be counted with a precision of plus or
minus 100 percent at the 95 percent
confidence level (1.960 where o is the
standard deviation of the net counting
rate of the sample).

(1) To determine compliance with
§141.15(a) the detection limit shall not
exceed 1 pCi/l. To determine compli-
ance with §141.15(b) the detection limit
shall not exceed 3 pCi/l.

(2) To determine compliance with
§141.16 the detection limits shall not
exceed the concentrations listed in
Table B.

TABLE B—DETECTION LIMITS FOR MAN-MADE
BETA PARTICLE AND PHOTON EMITTERS

Radionuclide Detection limit
Tritium 1,000 pCi/1.
Strontium-89 .. 10 pCi/l.
Strontium-90 .. 2 pCi/l.
lodine-131 . 1 pCi/l.
Cesium-134 10 pCi/l.
Gross beta . 4 pCi/l.
Other radion Y10 of the applicable limit.

(d) To judge compliance with the
maximum contaminant levels listed in
§§141.15 and 141.16, averages of data
shall be used and shall be rounded to
the same number of significant figures
as the maximum contaminant level for
the substance in question.

(e) The State has the authority to de-
termine compliance or initiate enforce-
ment action based upon analytical re-
sults or other information compiled by
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their sanctioned representatives and
agencies.

[41 FR 28404, July 9, 1976, as amended at 45
FR 57345, Aug. 27, 1980; 62 FR 10173, Mar. 5,
1997]

§141.26 Monitoring frequency for ra-
dioactivity in community water sys-
tems.

(a) Monitoring requirements for gross
alpha particle activity, radium-226 and
radium-228.

(1) Initial sampling to determine
compliance with §141.15 shall begin
within two years of the effective date
of these regulations and the analysis
shall be completed within three years
of the effective date of these regula-
tions. Compliance shall be based on the
analysis of an annual composite of four
consecutive quarterly samples or the
average of the analyses of four samples
obtained at quarterly intervals.

(i) A gross alpha particle activity
measurement may be substituted for
the required radium-226 and radium-228
analysis Provided, That the measured
gross alpha particle activity does not
exceed 5 pCi/l at a confidence level of
95 percent (1.650 where ¢ is the stand-
ard deviation of the net counting rate
of the sample). In localities where ra-
dium-228 may be present in drinking
water, it is recommended that the
State require radium-226 and/or ra-
dium-228 analyses when the gross alpha
particle activity exceeds 2 pCi/l.

(if) When the gross alpha particle ac-
tivity exceeds 5 pCi/l, the same or an
equivalent sample shall be analyzed for
radium-226. If the concentration of ra-
dium-226 exceeds 3 pCi/l the same or an
equivalent sample shall be analyzed for
radium-228.

(2) For the initial analysis required
by paragraph (a)(1) of this section, data
acquired within one year prior to the
effective date of this part may be sub-
stituted at the discretion of the State.

(3) Suppliers of water shall monitor
at least once every four years following
the procedure required by paragraph
(a)(1) of this section. At the discretion
of the State, when an annual record
taken in conformance with paragraph
(a)(1) of this section has established
that the average annual concentration
is less than half the maximum con-
taminant levels established by §141.15,

372



Environmental Protection Agency

analysis of a single sample may be sub-
stituted for the quarterly sampling
procedure required by paragraph (a)(1)
of this section.

(i) More frequent monitoring shall be
conducted when ordered by the State
in the vicinity of mining or other oper-
ations which may contribute alpha par-
ticle radioactivity to either surface or
ground water sources of drinking
water.

(i) A supplier of water shall monitor
in conformance with paragraph (a)(1) of
this section within one year of the in-
troduction of a new water source for a
community water system. More fre-
quent monitoring shall be conducted
when ordered by the State in the event
of possible contamination or when
changes in the distribution system or
treatment processing occur which may
increase the concentration of radioac-
tivity in finished water.

(iii) A community water system
using two or more sources having dif-
ferent concentrations of radioactivity
shall monitor source water, in addition
to water from a free-flowing tap, when
ordered by the State.

(iv) Monitoring for compliance with
§141.15 after the initial period need not
include radium-228 except when re-
quired by the State, Provided, That the
average annual concentration of ra-
dium-228 has been assayed at least
once using the quarterly sampling pro-
cedure required by paragraph (a)(1) of
this section.

(v) Suppliers of water shall conduct
annual monitoring of any community
water system in which the radium-226
concentration exceeds 3 pCi/l, when or-
dered by the State.

(4) If the average annual maximum
contaminant level for gross alpha par-
ticle activity or total radium as set
forth in §141.15 is exceeded, the sup-
plier of a community water system
shall give notice to the State pursuant
to §141.31 and notify the public as re-
quired by subpart Q. Monitoring at
quarterly intervals shall be continued
until the annual average concentration
no longer exceeds the maximum con-
taminant level or until a monitoring
schedule as a condition to a variance,
exemption or enforcement action shall
become effective.

§141.26

(b) Monitoring requirements for man-
made radioactivity in community
water systems.

(1) Within two years of the effective
date of this part, systems using surface
water sources and serving more than
100,000 persons and such other commu-
nity water systems as are designated
by the State shall be monitored for
compliance with §141.16 by analysis of
a composite of four consecutive quar-
terly samples or analysis of four quar-
terly samples. Compliance with §141.16
may be assumed without further anal-
ysis if the average annual concentra-
tion of gross beta particle activity is
less than 50 pCi/l and if the average an-
nual concentrations of tritium and
strontium-90 are less than those listed
in table A, Provided, That if both radio-
nuclides are present the sum of their
annual dose equivalents to bone mar-
row shall not exceed 4 millirem/year.

(i) If the gross beta particle activity
exceeds 50 pCi/l, an analysis of the
sample must be performed to identify
the major radioactive constituents
present and the appropriate organ and
total body doses shall be calculated to
determine compliance with §141.16.

(ii) Suppliers of water shall conduct
additional monitoring, as ordered by
the State, to determine the concentra-
tion of man-made radioactivity in prin-
cipal watersheds designated by the
State.

(iii) At the discretion of the State,
suppliers of water utilizing only ground
waters may be required to monitor for
man-made radioactivity.

(2) For the initial analysis required
by paragraph (b)(1) of this section data
acquired within one year prior to the
effective date of this part may be sub-
stituted at the discretion of the State.

(3) After the initial analysis required
by paragraph (b)(1) of this section sup-
pliers of water shall monitor at least
every four years following the proce-
dure given in paragraph (b)(1) of this
section.

(4) Within two years of the effective
date of these regulations the supplier
of any community water system des-
ignated by the State as utilizing wa-
ters contaminated by effluents from
nuclear facilities shall initiate quar-
terly monitoring for gross beta particle
and iodine-131 radioactivity and annual
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§141.27

monitoring for strontium-90 and trit-
ium.

(i) Quarterly monitoring for gross
beta particle activity shall be based on
the analysis of monthly samples or the
analysis of a composite of three month-
ly samples. The former is rec-
ommended. If the gross beta particle
activity in a sample exceeds 15 pCi/l,
the same or an equivalent sample shall
be analyzed for strontium-89 and ce-
sium-134. If the gross beta particle ac-
tivity exceeds 50 pCi/l, an analysis of
the sample must be performed to iden-
tify the major radioactive constituents
present and the appropriate organ and
total body doses shall be calculated to
determine compliance with §141.16.

(if) For iodine-131, a composite of
five consecutive daily samples shall be
analyzed once each quarter. As ordered
by the State, more frequent moni-
toring shall be conducted when iodine-
131 is identified in the finished water.

(iii) Annual monitoring for stron-
tium-90 and tritium shall be conducted
by means of the analysis of a com-
posite of four consecutive quarterly
samples or analysis of four quarterly
samples. The latter procedure is rec-
ommended.

(iv) The State may allow the substi-
tution of environmental surveillance
data taken in conjunction with a nu-
clear facility for direct monitoring of
manmade radioactivity by the supplier
of water where the State determines
such data is applicable to a particular
community water system.

(5) If the average annual maximum
contaminant level for man-made radio-
activity set forth in §141.16 is exceeded,
the operator of a community water
system shall give notice to the State
pursuant to §141.31 and to the public as
required by subpart Q. Monitoring at
monthly intervals shall be continued
until the concentration no longer ex-
ceeds the maximum contaminant level
or until a monitoring schedule as a
condition to a variance, exemption or
enforcement action shall become effec-
tive.

[41 FR 28404, July 9, 1976, as amended at 65
FR 26022, May 4, 2000]
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§141.27 Alternate
niques.

analytical tech-

(a) With the written permission of
the State, concurred in by the Admin-
istrator of the U.S. EPA, an alternate
analytical technique may be employed.
An alternate technique shall be accept-
ed only if it is substantially equivalent
to the prescribed test in both precision
and accuracy as it relates to the deter-
mination of compliance with any MCL.
The use of the alternate analytical
technique shall not decrease the fre-
quency of monitoring required by this
part.

[45 FR 57345, Aug. 27, 1980]

§141.28 Certified laboratories.

(a) For the purpose of determining
compliance with §§141.21 through
141.27, 141.30, 141.40, 141.74 and 141.89,
samples may be considered only if they
have been analyzed by a laboratory
certified by the State except that
measurements for alkalinity, calcium,
conductivity, disinfectant residual,
orthophosphate, pH, silica, tempera-
ture and turbidity may be performed
by any person acceptable to the State.

(b) Nothing in this part shall be con-
strued to preclude the State or any
duly designated representative of the
State from taking samples or from
using the results from such samples to
determine compliance by a supplier of
water with the applicable requirements
of this part.

[45 FR 57345, Aug. 27, 1980; 47 FR 10999, Mar.
12, 1982, as amended at 59 FR 34323, July 1,
1994; 64 FR 67465, Dec. 1, 1999]

§141.29 Monitoring of
public water systems.

consecutive

When a public water system supplies
water to one or more other public
water systems, the State may modify
the monitoring requirements imposed
by this part to the extent that the
interconnection of the systems justi-
fies treating them as a single system
for monitoring purposes. Any modified
monitoring shall be conducted pursu-
ant to a schedule specified by the State
and concurred in by the Administrator
of the U.S. Environmental Protection
Agency.
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